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VCN50 
Applications 
Decking, Exterior Trim, Fencing, Pallet 
Manufacturing, Pallet Repair, Sheathing, Siding 

 

Specifications 
Diameter                                             .083                 
Nail Range                                 1-1/4” to 2” 
Capacity                                          350 Nails 
Firing Mode                                         Bump 
Dimensions           11-1/2” x 4-1/2” x 10-1/2” 
Weight                                                 5.6 lbs  
Air Pressure                               80-100 p.s.i. 
   
 
Features 
360o Adjustable Exhaust, Adjustable 
Depth Control, Easy Maneuverability, 
Nail Basket, Rubber Grip For Comfort 
 
Includes 
Safety Glasses, Tool Oil, Manual, Parts 
Diagram 

Mini Cone 
Coil Nailer 
 

For best results, use Spotnails® collated fasteners 

.083 Cone Coil     

Stock No. Length Description 
M/    
Cs 

Lbs/    
Cs 

Cs/    
Skid 

CWC3D083R 1-1/4 X .083 Ring, Bright, Cone 14.0 30.40 45 

CWC3D083RG 1-1/4 X .083 Ring, Galv, Cone 14.0 30.10 45 

CWC4D083R 1-1/2 X .083 Ring, Bright, Cone 14.0 35.30 45 

CWC4D083RG 1-1/2 X .083 Ring, Galv, Cone 14.0 34.80 45 

CWC5D083 1-3/4 X .083 Smooth, Cone 11.2 33.20 45 

CWC5D083R 1-3/4 X .083 Ring, Bright, Cone 11.2 33.50 45 

CWC5D083RG 1-3/4 X .083 Ring, Galv, Cone 11.2 33.70 45 

CWC5D083S 1-3/4 X .083 Screw, Bright, Cone 11.2 33.70 45 

CWC6D083R 2 X .083 Ring, Bright, Cone 11.2 35.90 45 

CWC6D083RG 2 X .083 Ring, Galv, Cone 11.2 36.00 45 


